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MSDS PRODUCT INFORMATION

Date: 10/07/2005

To: MSDS Requester

From: 3E Company

Subject:  The MSDS you have requested

[ ] MSDSNOT REQUIRED
In response to your request for a Material Safety Data Sheet, according to the OSHA Hazard Communicatin Standard

(Right-to-Know), the following item is an article. Articles are defined in 29 CFR 1910.1200(c). Products such as
Drugs, cosmetics, food, or alcoholic beverages, wood or wood products, and tobacco or tobacco products, as defined in
29 CFR1910.1200(b)(6), are exempt from the Hazard Communication Standard. Items that are considered articles, as
defined in 29 CFR 1910.1200(c), are also exempt from this Standard. Therefore, the manufacturer is not required to
provide an MSDS for this product.

[X] MSDSDISCONTINUED PRODUCT
In response to your request for a Material Safety Data Sheet, the manufacturer has discontinued the product listed

below. The MSDS Attached is the most current version, or an MSDS is no longer available.

[ 1 MSDSBEST COPY AVAILABLE
The MSDS attached is the best copy available from the manufacturer.

[ 1 MANUFACTURER NO LONGER IN BUSINESS
In response to your request for a Material Safety Data Sheet, a current MSDS could not be obtained for this product. It

has been determined that the manufacturer listed below is no longer in business. A current address and phone number
could not be located.

Manufacturer: Armstrong World Industries, Inc.
Product Name: Henry 547 "UniPro" Universal Underlayment (DISCONTINUED)



MATERIAL SAFETY DATA SHEET

i._ PRODUCT IDENTIFICATION

Name Henry 547 "UniPro” Universal Underlayment
Descripnon. Portdand Cement

ii. DEPARTMENT OF TRANSPORTATION INFORMATION

pping name:  Not classi Hazard Class: NA 1D & NA
EMERGENCY ONLY CONTACT: CHEM-TEL 800-255-3924

111, AMIS (O=munimal hazard; 4 = severe hazard)

Health = 1 ammability =0 Reacuwity =0

V. FRODUCT CONTENT

This product does hot contain chemicals subject to the reporting requirements
of Section 313 of SARA Titie lll and 40 CFR 372. All components are on

TSCA inventory. This product does NOT contain ashestos.

HENRY
547

Prepared 2/99

Armstrong World Industries, Inc.
P.O. Box 3209
Lancaster, PA 17604
(717) 396-2328 or (717) 396-2935

V_HAZARDOUS INGREDIENTS

INGREDIENT PERCENT
Portland Cement, CAS#65997-15-1 10-30
Calcium Alurinate, CAS#65997-16-2 10-30
Calcium Hydroxide, CAS# 1305-62-0 1-8
Limestone, CAS#1317-63-3 30-48
Calcium Sulfate, CAS#7778-18-9 2-10

OCCUP EXPOS LMT
v PEL
10 mg/m3 10 mg/m3
resparable dust
5 mg/m3]
10 mg/m3 15 mg/m3
respurable dust:  respirable dust:
3 mg/m3 5 mg/m3
5 mg/m3 S mg/m3
10 mg/m3 15 mg/m3
respirable dust.
5 mg/m}
10 mgfm3 15 mp/m3
respirable dust;
5 mg/m3

Y)._PHYSICAL DATA

X. SPILL OA LEAX PROCEDURES

APPEARANCE: Gray powder ODOR: Cement odor. BOILING POINTIdegree F)'
NX  VAPOR PRESSURE(mm Hg @ 20°C) N/X, VAPOR DENSITY(air =1}. NAC
%, VOLATILE BY WEIGHT (30 min. @ 275%): 0 %. EVAPORATION RATE(butyl
acetate =1) N/K, SOLUBILITY IN WATER. < 5%. SPECIFIC GRAVITY 3 0.

pH- 12413

Vil. FIRE AND EXPLOSION HAZARD DATA

STEPS TO BE TAKEN IF MATERIAL 15 RELEASED OR SPILLED  Pick up matenial
and place into DOT approved container  Avod creating dust  WASTE DISPOSAL
METHOD. Dispose of cont and any d contents in accordance with
Federal, Slate, and Local Waste Disposal Regulanons Do not flush unused con-
lents or repidue down drains. Do not reuse contaner

Xi. SPECIAL HANDLING AND USE INFORMATION

FLASH POINT (METHOD): None

FLAMMABLE RANGE. LEL: N/A, UEL' NWA  EXTINGUISHING MEDIA- N/A,
SPECIAL FIRE FIGHTING PROCEDURES: Protect fire fighters from toxic products
of combustion by wearing self-contained breathing apparatus. UNUSUAL FIRE
AND EXPLOSION HAZARDS. None

Vill. HEALTH HAZARD DATA

PRIMARY ROUTE(S) OF ENTRY Inhalatvon and direct denmal exposure  TARGET
ORGANS Upper respiratory system, skin and eyes EFFECTS OF OVEREXPO-
SURE. SKIN AND EYES: Contact with skin and eyes can cause severe wmiation.
INHALATION, Prolonged or repeated overexposure 10 dust may cause nose and
throat wrnation.  CARCINOGENICITY: NTP No,  JARC Monographs, No,
OSHA Regulaled® No  MEDICAL CONDITIONS GENERALLY AGGRAVATED
BY EXPOSURE Existing skin conditions Preexisting upper respiratory and fung
disease such as, bul not hmited to bronchiis, emphysema, and asthma  FIRST
AID PROCEDURES. SKIN AND EYES: In case of eye contact, Mush eyes with
plenty of water continuously for fifieen (15) minutes, get medical atention imme-
diately ‘Wash skin tharoughly with soap and water or hand cleaner Seek med-
wcal attention i symptoms persist. Wash clothing before reusing  INHALATION:
Remove to fresh ar

IX. REACTIVITY DATA

STABILITY Stable.

INCOMPATIBILITY: Reacts with acsds 10 release carbon dioxide gas.
HAZARCOUS DECOMPOSITION PRODUCTS: Normal products of combustion
HAZARDOUS POLYMERIZATION Will not occur

VENTILATION. Nermal, ambient ventilation should be suifcient. Avoid creatng
dust RESPIRATORY PROTECTION: Should not be required  If wark process gen-
erates excessve quantihies of dust, or exposures in excess of the PEL, wear respira-
tor approved for pneumoconiosis-producing dusts  SKIN AND EYE PROTEC-
TION I s always a good safety practice to avoud contacl with eyes and pro-
longed contact with skin. Use spectacle-type glasses to avoid geting wn eyes, and
latex or rubber gloves to prevent skin contact

XM, SPECIAL PRECAUTIONS

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE Keep praduct dry
unhl used Avosd breakage of bagged material. OTHER PRECAUTIONS: Close
contawner after each use  WORK SITE ENVIRONMENT  initially there may be a
potenuial adverse impact on indoor air quality within the general work area during
the installation process  Therefare you should advise the building manager or
other appropriale person that  » It will be necessary to establish and maintain
adequate ventilation of the work area, withowt causing the entry of contaminants
tor other parts of building ; and * Persons who are sensitrve to odors andior chem-
icals should be adwised to avord the work area dunng this process

The information presenied herem 1 supplied as a guide to those who hanale or
use this product. Safe work practices must be employed when working with any
matenals M is important that the end user makes a determination regarding the
adequacy of the safety procedhres employed during the use of this product

N/A - not applicable or not available
N/K « none known or not knawn
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